
For pathways, courtyards and entrances.

Era® Lantern Bollard
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Era® Lantern Bollard

Photometrics

4 KIM LIGHTING

LE1/2/3 Luminaire with Houseside Shield
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A 70W PMH, ED-17 Med. Base, Coated, 5300 initial lumens
B 100W PMH, ED-17 Med. Base, Coated, 8500 initial lumens
C 70W HPS, ED-17 Med. Base, Coated, 5860 initial lumens
D 100W HPS, ED-17 Med. Base, Coated, 8800 initial lumens
E 42W PL-T, GX24q-4 Base, 3200 initial lumens
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(39F" Light 
Center)
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A 70W PMH, ED-17 Med. Base, Coated, 5300 initial lumens
B 100W PMH, ED-17 Med. Base, Coated, 8500 initial lumens
C 70W HPS, ED-17 Med. Base, Coated, 5860 initial lumens
D 100W HPS, ED-17 Med. Base, Coated, 8800 initial lumens
E 42W PL-T, GX24q-4 Base, 3200 initial lumens
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Era® Lantern Bollard

Lamp Guide

KIM LIGHTING 5

70 PMH 90 Coated, ED17, Med Base 6,200 16,000 M98 -30C HX-HPF 120 0.85 1.90 0.80 4
6,600 M143 208 0.52 1.00 0.50 3

240 0.44 0.90 0.43 2
277 0.39 0.80 0.39 2
347 0.28 0.70 0.20 2

100 PMH 129 Coated, ED17, Med Base 9,000 16,000 M90 -30C HX-HPF 120 1.15 2.30 1.20 6
M140 208 0.66 1.40 0.80 4

240 0.58 1.15 0.65 3
277 0.50 1.00 0.60 3
347 0.40 1.00 0.40 2

70 HPS 91 Coated, ED17, Med Base 6,300 24,000 S62 -40C HX-HPF 120 0.81 1.45 0.75 5
208 0.47 0.85 0.45 3
240 0.40 0.75 0.37 2
277 0.35 0.65 0.35 2
347 0.30 0.55 0.30 2

100 HPS 130 Coated, ED17, Med Base 9,500 24,000 S54 -40C HX-HPF 120 1.15 2.20 1.30 7
208 0.67 1.25 0.75 5
240 0.58 1.10 0.65 3
277 0.50 0.85 0.60 3
347 0.39 0.70 0.45 3

42 PL 46 Coated, GX24q-4 Base 3,200 12,000 N/A -18C Electronic 120 – – 0.39 2
208 – – 0.23 2
240 – – 0.20 2
277 – – 0.17 2

30 LED 30 LED 1,200 50,000+ N/A -40C Electronic 120 – – 0.25 2
277 – – 0.11 2

45 LED 45 LED 1,800 50,000+ N/A -40C Electronic 120 – – 0.38 2
277 – – 0.16 2

60 LED 60 LED 2,400 50,000+ N/A -40C Electronic 120 – – 0.50 2
277 – – 0.22 2
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All Initial Lumen values shown are approximate and may vary from one manufacturer to another. Consult lamp manufacturer’s data for exact lumen and life data.
NOTE: For lamp/ballast information outside of the U.S.A and Canada, please consult your local Kim representative. Lamps by others.
WARNING: All fixtures must be grounded in accordance with national, state, and/or local electrical codes. Failure to do so may result in serious personal injury.

HIGH PRESSURE SODIUM

COMPACT FLUORESCENT

LED – 75CRI, 3500K

PULSE START METAL HALIDE

Additional Era® Lantern luminaires 
are available from Kim Lighting.
Request Kim Lighting’s Era Lantern
Catalog from your local Hubbell 
Lighting representative, or visit 
www.kimlighting.com.

Kim Lighting’s entire line-up 
of architecturally relevant 
outdoor lighting catalogs 
are available online at
www.kimlighting.com and 
in a two binder set.



Because of a continuing
product improvement program,
Kim Lighting reserves the 
right to change specifications 
without notice.

www.kimlighting.com

Era® Lantern Bollard


