
For pathways, courtyards and entrances.

Now offered in 30W - ,60W LED

Bounce® Bollard
Traditional and Contemporary Styling

LOW LEVEL
BOUNCE
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3 Luminaire Finish:
Super TGIC powder coat 
paint over titanated zirconium
conversion coating.
(see page 4)

Color: Black Dark Bronze Light Gray Platinum Silver White Custom Colors

Cat. No.: BL DB LG PS WH CC

Consult your Kim
Lighting representative
for custom colors.

Line Volts: 120V 208V 240V 277V 347V
Cat. No.: SF DF DF SF SF

Cat. No.: BBC For locations where complete cutoff optical control is desired, an
Optional Matte Black Body Cap can be specified.This significantly
reduces the indirect up-light distribution, providing complete cutoff.
To further reduce the nighttime visual presence of the fixture, specify
Black or Dark Bronze luminaire finish.

6 Optional StarView™

Matte Black Body Cap:
Optional
Cap

Cat. No.: HS Optional shield made of stamped louvered aluminum allows streetside
light to pass while blocking houseside light. Blackened reflector panels
within the reflector also reduces the houseside reflection..

4 Optional Houseside
Shield:

5 Optional Fusing:

Houseside
Shield

Ordering Information

PMH = Pulse Start
Metal Halide

HPS = High Pressure Sodium

PL = Compact Fluorescent

LED = Light Emitting Diode

See lamp and electrical data on
page 9 for ballast types and 
characteristics.

Lamp Lamp Line
Watts Type Volts

70 PMH 120

42PL1201

42PL2081

42PL2401

42PL2771

30LED120
30LED277
45LED120
45LED277
60LED120
60LED277

70PMH120
70PMH208
70PMH240
70PMH277
70PMH347

100PMH120
100PMH208
100PMH240
100PMH277
100PMH347

Pulse Start Metal Halide
70HPS120
70HPS208
70HPS240
70HPS277
70HPS347

100HPS120
100HPS208
100HPS240
100HPS277
100HPS347

2 Electrical Module:

Ordering Example: Luminaire
Fixture Electrical Module Finish Options

BNB1/ 70PMH120 / BL / HS
1 2 3 4-7

1 Fixture:
Cat. No. designates BNB fixture

Cat. No.: BNB1 BNB2 BNB3 BNB4 BNB5 BNB6

High Pressure Sodium
Compact 
Fluorescent

142PL operates one 26, 32, or 42 watt lamp at 120 thru 277 volts (50-60 Hz).

NOTE: For lamp/ballast information outside of the U.S.A. and Canada, please consult your local 
Kim representative.

LED

} IES
Type1

} IES
Type3

} IES
Type 5

7 Optional Emergency
Battery Back-up:
For Compact Fluorescent only.

Cat. No.: EM Internal battery pack provides 90 minutes of supplemental light 
at 23% of initial lamp lumens for 26, 32 or 42 watt compact 
fluorescent lamps.

8 Optional Cold-Pack
Emergency Battery Pack:

Cat. No.: EM-CP The EM-CP option is a temperature controlled ballast designed to
maintain operation without interruption within a range of hi/low
ambient temperatures, -20°C to +55°C.

Internal Cold-Pack emergency battery pack provides up to 90
minutes of supplemental light. See table at right for max. lumens
output by lamps.

Lamp (4-Pin) 1 lamp lumens
42W 750
32W 575
26W 450
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Photometrics

BNB Luminaire with Houseside Shield
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Bounce light eliminated with 
optional Matte Black Body Cap. 
See pages 2 and 5.
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Bounce light eliminated with 
optional Matte Black Body Cap. 
See pages 2 and 5.
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Bounce light eliminated with Bounce light eliminated with 
optional Matte Black Body Cap. optional Matte Black Body Cap. 
See pages 2 and 5.See pages 2 and 5.

Bounce light eliminated with 
optional Matte Black Body Cap. 
See pages 3 and 5.

BNB Luminaire
Initial

Wattage Lamp Lumens

A 70W. PMH ED-17 Medium Base, Coated 5300
B 100W. PMH ED-17 Medium Base, Coated 8500
C 70W. HPS ED-17 Medium Base, Coated 5860
D 100W. HPS ED-17 Medium Base, Coated 8800
E 42W. PL-T GX24q-4 Base 3200

Typical Half

Initial Horizontal
Footcandles for
42K" Bollard
(39F" Light Center)

Initial
Wattage Lamp Lumens

A 70W. PMH ED-17 Medium Base, Coated 5300
B 100W. PMH ED-17 Medium Base, Coated 8500
C 70W. HPS ED-17 Medium Base, Coated 5860
D 100W. HPS ED-17 Medium Base, Coated 8800
E 42W. PL-T GX24q-4 Base 3200

Typical Half

Initial Horizontal
Footcandles for
42K" Bollard
(39F" Light Center)

A B C D E

21.3 34.2 23.6 35.4 12.0

3.82 6.13 4.23 6.34 2.88

0.80 1.29 0.89 1.34 0.70

0.21 0.34 0.24 0.35 0.20

0.08 0.12 0.09 0.13 0.07

0.03 0.06 0.04 0.06 0.03

0.02 0.03 0.02 0.03 0.02

A B C D E

17.1 27.4 18.9 28.4 8.14

3.45 5.53 3.81 5.73 2.92

0.62 0.99 0.68 1.02 0.68

0.13 0.21 0.15 0.22 0.17

0.04 0.06 0.05 0.07 0.05

0.02 0.03 0.02 0.03 0.02

0.01 0.01 0.01 0.01 0.01
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Bounce light eliminated with Bounce light eliminated with 
optional Matte Black Body Cap. optional Matte Black Body Cap. 
See pages 2 and 5.See pages 2 and 5.

Bounce light eliminated with 
optional Matte Black Body Cap. 
See pages 3 and 5.
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optional Matte Black Body Cap. 
See pages 2 and 5.
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A B C D E

21.3 34.2 23.6 35.4 12.0

3.82 6.13 4.23 6.34 2.88

0.80 1.29 0.89 1.34 0.70

0.21 0.34 0.24 0.35 0.20

0.08 0.12 0.09 0.13 0.07

0.03 0.06 0.04 0.06 0.03

0.02 0.03 0.02 0.03 0.02

Typical candlepower distribution 
curve for 100 Watt PMH


